
LM950
LM750
LCD Customer Display

Super Big Character
At Character Height: 12.0 mm

Multilingual high-quality 2x20 LCD display

Choice of interface: USB or RS232

All POS line display commands compatible

OPOS/JPOS driver is standard

Pole type , mounting type or module are available

Wider character pitch and bigger character size for better visibility

Ultra-thin to be perfectly integrated with POS system



LM950/750 LCD Customer Display

Ultra-thin to be perfectly integrated with POS system
Model	 LM950 LM750

Display Mode STN LCD

Resolution 320 x 32 Dots

Dot Size 0.517 x 0.735 mm

Dot Pitch 0.537 x 0.755 mm

Number of Characters 40 (20 columns x 2 lines)

Backlight Brightness 340 cd/m2

Character Font 16 x 16 Dots

Character Type 95 Alphanumeric, 37 International Characters

Character Size 8.572 x 12.06 mm

Active Area 183.097 x 26.055 mm

Viewing Angle

θT Ø=90°(12 o’clock) 35 degree

θB Ø=270°(6 o’clock) 28 degree

θL Ø=180°(9 o’clock) 30 degree

θR Ø=0°(3 o’clock) 30 degree

Download Characters 128 5

Module Dimension 207.4mm x 42.9mm x 4.5mm

Commands Mode ULTIMATE, LD220, Aedex, UTC/S, UTC/E, ADM788, DSP800, 
CD5220, EMAX, Logic Controls

Language Support 

US English, Int'l English, Bosnia, Croatian, Czech, Danish, 
Dutch, Estonian, Faroese, Finnish, Flemish, French, Fr 
Canadian, German, Greek, Hebrew, Hungarian, Icelandic, 
Indonesian, Irish, Italian, Katakana, Latvian, Lithuanian, 
Norwegian, Polish, Portuguese, Romanian, Russian, Slovene, 
Slovak, Spanish, Swedish...

Chinese(Traditional & Simplified), 
Japanese, Korean, Arabian, 
Hebrew....

Interface USB/RS232

Reliability(MTBF) 30,000 hours

Power Consumption 5V-12V / 350mA

EMC/Safety Standards FCC,CE
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