
Extermely Viewing：
Wide viewing angle let you to enjoy a clear, sharp and 
delicate images at any angle.
Narrow bezel PCAP multi-touch display
Bring you a clearer visual experience
Multiple Ports：
Compatible with various interface for easy accommodate 
your office and entertainment.

PT2150 Slim yet Compact!

21.5 inch Full HD (1920 x 1080) comfortable viewing 
design of POS solution

FEATURE
Processor：Intel® CPU
Intel® Celeron® J6412
Intel® TigerLake i3/i5
Operation System：
Windows 11, Linux

Touch Screen：
Projective Capacitive Multi Touch
Resolution ： 1920x1080 Full HD
Memroy ：up to 32G
Supports multiple interfaces：
HDMI / USB 3.0 / RS232 / LAN
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PT-2150E(Elkhart Lake) PT-2150T(Tiger Lake i3) PT-2150T(Tiger Lake i5)

CPU Intel® Celeron® Processor J6412 
(1.5M Cache, up to 2.60 GHz)

Intel® Core ™ i3-1115G4 Processor 
(6M Cache, up to 4.10 GHz)

Intel® Core ™ i5-1135G7 Processor 
(8M Cache, up to 4.20 GHz)

Memory- RAM Support DDR4-2666/2933/3200MHz,
1 * non-ECC SO-DIMM Slo, Up to 32GB

Support DDR4 3200 MHz,
1 * non-ECC SO-DIMM Slot, Up to 32GB

Support DDR4 3200 MHz,
1 * non-ECC SO-DIMM Slot, Up to 32GB

Storage - Flash 1 * SATA3.0, 1 * M.2 Key-M Slot (SATA SSD) 1 * SATA3.0, 1 * M.2 Key-M Slot (NVMe SSD), 1 * mSATA 1 * SATA3.0, 1 * M.2 Key-M Slot (NVMe SSD), 1 * mSATA
Display Size 21.5 inch (16:9) 21.5 inch (16:9) 21.5 inch (16:9)
Resolution 1920x1080 1920x1080 1920x1080

Interface 6 * USB, 1 * RS232, 1 * HDMI, 1 * Ethernet,
1 * Line-Out/MIC Jack, 1 * DC Jack

6 * USB, 1 * RS232, 1 * HDMI, 1 * Ethernet,
1 * Line-Out/MIC Jack, 1 * DC Jack

6 * USB, 1 * RS232, 1 * HDMI, 1 * Ethernet,
1 * Line-Out/MIC Jack, 1 * DC Jack

Specification

USB 4 * USB3.0 (Rear I/O) + 7 * USB2.0 (Rear I/O & Header) 4 * USB3.0 (Rear I/O) + 8 * USB2.0 (Rear I/O & Header) 4 * USB3.0 (Rear I/O) + 8 * USB2.0 (Rear I/O & Header)
RS232 6 * COM ( 1 * Rear I/O & 5 * Header) 4 * COM ( 1 * Rear I/O & 3 * Header) 4 * COM ( 1 * Rear I/O & 3 * Header)
WiFi - - -
Bluetooth - - -
Ethernet Realtek GBE LAN Chip (RJ45, 10/100/1000 Mbps) Realtek GBE LAN Chip (RJ45, 10/100/1000 Mbps) Realtek GBE LAN Chip (RJ45, 10/100/1000 Mbps)
HDMI 1 * Max resolution up to 4096x2160@24Hz 1 * Max resolution up to 4096x2160@24Hz 1 * Max resolution up to 4096x2160@24Hz
TF socket - - -
Audio Jack 3.5mm Jack (Line-Out + MIC) 3.5mm Jack (Line-Out + MIC) 3.5mm Jack (Line-Out + MIC)
DC Jack DC 12V input DC 12V input DC 12V input

Power Consumption 49.9W 120W 120W
Display Area 476(H) x268(V)mm 476(H) x268(V)mm 476(H) x268(V)mm 
White Luminance 200 cd/m2 ~ 250 cd/m2 200 cd/m2 ~ 250 cd/m2 200 cd/m2 ~ 250 cd/m2

Viewing Angle 178° (Horizontal)/178° (Vertical) 178° (Horizontal)/178° (Vertical) 178° (Horizontal)/178° (Vertical)
Build in Speaker - - -
RTC Battery CR2032 x 1 CR2032 x 1 CR2032 x 1
Temperature 0° C~40° C (Operating) 0° C~40° C (Operating) 0° C~40° C (Operating)

Touch (Option)
Touch Function Projective Capacitive Multi Touch Projective Capacitive Multi Touch Projective Capacitive Multi Touch
Glass Type Toughened Glass Toughened Glass Toughened Glass
Optical Characteristics Transparency>=86% Transparency>=86% Transparency>=86%

OS Windows 10 64-bit, Linux Windows 10 64-bit, Linux Windows 10 64-bit, Linux
Power Adapter DC 12V Adapter (4160mA) DC 12V Adapter (10A) DC 12V Adapter (10A)
Physical Dimension 533.4(W) x 328.5(L) x 46.5(D) mm 533.4(W) x 328.5(L) x 46.5(D) mm 533.4(W) x 328.5(L) x 46.5(D) mm
EMC / Safty Standards CE / FCC CE / FCC CE / FCC


