Open-Frame

15" XGA Industrial Open Frame

Easy installation

Flexibility applications

OPD 150

1024 x 768 Resolution
Wide Viewing Ratio 4:3

Features

15 inch True-flat design open frame providing a slim
design and narrow outside dimensions.

Providing optimal flexibility for mounting in any table,
kiosk, or cabinet design.

Side mounting brackets accommodate mechanisms of
varying depths

IP rating for water and dust protection

Easy for deployment (support wall/panel/VESA mount)
DC12v  HDMI VGA AUDIO Touch USB
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Open-Frame

15" XGA Industrial Open Frame

OPD150 OPD150C

Display Size 15inch (4:3)
Interface HDMI + VGA USB-C (ALT Mode) + HDMI
Resolution 1024x768

Power Source

DC 12V Adapter (1500mA)

USB-C : Power by USB-C
HDMI : DC 12V Adapter (1500mA)

Power Consumption

USB-C:13.5W

12V/1.2A HDMI : DC 12V/1.2A

Active Area 304.128(H) x 228.096(V)mm
Display Type TFT-LCD (Wide viewing angle)
Back Light LED

White Luminance 340 cd/m2

Contrast Ratio 600

Response Time Tr+Tf 20 msec

Viewing Angle

178°(Horizontal)/178°(Vertical)

Operating Temperature

0°C~40°C (Operating)

Touch Function

Projective Capacitive Multi Touch

Input Method Finger
Touch Interface USB
(Option)

Glass Type Toughened Glass

Optical

Characteristics

Transparency > 86%

Physical Dimension

365.1(W) x 270.9(L) x 37.75(D) mm

VESA Mount

VESA 75 mm

EMC / Safty Standards

FCC,CE

FCC,CE
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